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Introduction.  CMOS, p/n-Junction Devices, and Flexible Electronics 

Flexible/printed electronics is a revolutionary new concept for fabricating optoelectronic devices 

using high-throughput, inexpensive solution process/printing methodologies on flexible plastic 

foils, contrasting the large chip plants used today for silicon.
i,ii

 With a fundamental materials 

understanding base,
iii

 these technologies could enable inexpensive, lightweight, flexible, 

optically transparent, and unbreakable components for displays, cell phones, medical diagnostics, 

rf-id tags, and solar modules which can 

then be integrated with textiles, printed 

batteries, solar cells, and aircraft/satellite 

structures.
iv

 The enabling materials 

component of all these technologies 

(among other essential materials) is the 

semiconductor where charge transport, 

light absorption, and/or light generation 

occur. To broaden device functionalities 

and applications, two types of 

semiconductors are required: p-type (hole-

transporting) and n-type (electron-

transporting). The use/combination of 

these two types of semiconductors enables 

the fabrication of elementary electronic 

building blocks for driving displays, 

harvesting light, generating light, carrying 

out logic operations, and sensor functions 

(Fig. 1).  

Conventional Si technologies are based on 

vapor-deposited materials (semiconductor, 

dielectric, contacts, interlayers, passiv-

ation layer) and typically involve high-

temperatures and subtractive photo-

lithographic patterning. Note that such processes are incompatible with new product concepts 

requiring mechanical flexibility, large areas, compatibility with plastic substrates and fabrics, 

new form-factors, and production which is low-cost and easily reconfigurable. These new-

generation products will require new types of semiconductors and other materials, less capital-

intensive thin film deposition by solution methodologies and at low temperatures, with 

performance comparable to amorphous or low-quality polycrystalline silicon. Furthermore, such 

performance must ultimately be achieved in a printed platform with plastic substrates, printed 

electrodes, and solution-processed semiconductor and dielectric films, all handled under ambient 

conditions--a challenging task. From a scientific viewpoint, it is essential to understand how 

these unconventional semiconductors and related materials behave in combination versus 

conventional materials, how performance is affected by novel growth techniques, and how the 

resulting devices operate. 

Current state-of-the-art solution-processable p- and n-type organic and hybrid semiconductors, 

and the corresponding integrated p/n-TFTs (typically referred as organic CMOS) and pn 

junctions, are limited in performance, processing window, and scope. While single-component 

 
Figure 1. Structures of optoelectronic devices used to fabricate 

electronic and photonic products with the indicated p-type (blue) 

and n-type (red) materials. 



TFT devices with good charge transport (carrier mobility > 10 cm
2
/Vs for holes, > 5 cm

2
/Vs for 

electrons) have been demonstrated, optimum semiconductor performance is typically not 

achieved for film/devices deposited by printing (carrier mobility < 0.5 cm
2
/Vs) without the aid of 

specialized approaches. Furthermore, no efficient integration of fully printed p- and n-type 

semiconductors has been achieved surpassing the performance of amorphous Si. Therefore, 

understanding how to enable both high performance p- and n-type semiconductors and 

developing efficient methodologies to integrate them into single polarity TFT devices, integrated 

CMOS, and in pn junction devices are keys to advancing the science of flexible/printed 

optoelectronic circuits and devices. 

The goal of the proposed work presented here is to build on previous AFOSR-funded 

Marks/Facchetti achievements
v
 and to investigate new solution-processable, eventually printable, 

p- and n-type semiconducting materials and to integrate them into flexible unconventional pn 

junction devices. Furthermore, we will develop the necessary corollary device materials, 

particularly the critical gate dielectric and interfacial layers, for optimal TFT performance and 

stability. Finally, we will characterize charge transport characteristics to elucidate differences 

from more conventional electronic materials. 

 

Results from Previous AFOSR-Sponsored Research Under FA9550-11-1-0142 

To achieve high-performance p/n-materials and devices and to address the aforementioned 

challenges hindering the progress of printed electronics, it is first necessary to develop new 

materials (semiconductors, dielectrics, and conductors), understand/optimize critical processes, 

study materials interfaces affecting charge injection (contact-semiconductor) and transport 

(dielectric-semiconductor) as well as understand/model charge transport in these unconventional 

devices. Before detailing the proposed research and deliverables, we summarize results from the 

previous Northwestern (NU) AFOSR-supported program. Significant advances were possible 

through the highly productive and close collaboration between the NU PIs, other NU faculty, and 

collaborations involving academic groups (e.g., Stanford U., UIUC, U. of Minnesota, U. 

Groningen, Purdue U., UCSB, Cambridge U.), national laboratories (Argonne Nat. Lab., AFML, 

NIST, NASA Ames), and our industrial transition partner (Polyera Corp.). Such interactions 

have been crucial to advancing this program and will continue in future research.  

1. Organic Semiconductor Synthesis, Characterization, and Function  

Here we summarize selected achievements in realizing new molecular and polymeric organic 

semiconductors for TFTs, with emphasis on key figures-of -merit achieved in conventional TFT 

architectures. This work was motivated by the fact that organic semiconductors exhibiting high 

mobility and current modulation in air are crucial to achieving high-speed low power organic 

CMOS (complementary) circuits, where both p- and n-type transistors must be fabricated and 

integrated. Here we targeted the greatest challenge, n-type semiconductors, where the principal 

synthetic strategy was to modify established, stable, high-performance p-type cores to create n-

type cores, and to design completely new electron-poor π-conjugated building blocks. This 

results in lower HOMO and LUMO energies, with the latter being the frontier MO into which 

the electron charge carriers are injected during transport. The outcome of these efforts was 

greater electron stabilization, which induces a majority carrier “flip” from p → n (if the 

unsubstituted core is intrinsically hole-transporting) and enhance environmental stability (if the 

material is electron-transporting).  All of this much be achieved while enforcing planarity of the 

π-system and solubility via appropriate substituents. 



In the area of new polymer semiconductors, we advanced considerably in the development of 

new -conjugated moieties as 

building blocks for both 

molecular and polymeric 

semiconductors. Thus, we 

achieved the design and 

synthesis of the new head-to-

head (H-H) dialkoxy bithi-

azole (BTzOR) unit and the 

corresponding polymers.
vi

  As 

is our general procedure, these 

studies combine synthesis 

with extensive character-

ization by x-ray reflectivity, 

grazing incidence x-ray 

scattering, cyclic voltam-

metry, GPC, AFM, UV 

photoelectron spectroscopy, 

DFT molecular and electronic 

structure analysis, TGA/DSC, electrical characterization by TFT and space-charge limited 

mobility measurements, and when the optical absorption is appropriate, by photovoltaic cell 

evaluation.  Fig. 2 shows how the synergy of installing both attractive, planarizing 

(thiazolyl)S···O(alkoxy) supramolecular interactions (worth ~ 8 kcal/mol) and electronegative N 

atoms in the π-rings maintains planarity while significantly dropping the LUMO energies.  The 

result is several new polymer families based on this and 

related core structures. This includes new polymers 

exhibiting complementary transport characteristics, yielding 

TFTs with mobility up to 0.5 cm
2
/Vs, all-polymer-based 

CMOS circuits, and all-polymer solar cells. We designed a 

completely new building block, 4,4’-dialkoxy-5,5’-

bithiazole, BTzOR (Fig. 2). In comparison to previously 

reported N-free  3,3’-dialkoxy-2,2’-bithiophene (BTOR), 

BTzOR is promising in view of the thiazole geometric and 

electronic properties by: (a) replacing (thiophene)C−H with 

(thiazole)N which reduces steric repulsion in −BTzOR−Ar− 

dyads by eliminating repulsive C−H···H−C interactions with 

neighboring arene units, thereby enhancing π−π overlap, film 

crystallinity and carrier mobility (Fig. 3); (b) the thiazole 

electron deficiency compensates alkoxy substituent electron-

donating characteristics, thereby lowering the BTzOR 

polymer HOMO versus that of the BTOR analogues. Thus, 

the new BTzOR polymers show substantial hole mobilities 

(0.06−0.50 cm
2
/(V s)) and very stable operation because of the depressed HOMOs. Specifically, 

the electron-deficient thiazoles offset the alkoxy substituent electron-donating characteristics, 

rendering BTzOR-based polymers extremely ambient-stable. The result is a new, highly ordered 

 

Figure 2. Strategy to enforce polymer π-planarity while lowering LUMO energies and 

maintaining solubilizing substituents. 

 

 

Figure 3. DFT computed effects of N for C-H 

substitution on intramolecular 

planarization in −BTzOR−Ar− polymers. 



polymer family with carrier mobilities > 0.5 cm
2
/Vs, TFT ambient stability > 200 days in air, 

good TFT bias stress stability, and exceptional processing versatility.  

In parallel work, we developed 

familites of thieno[3,4-c]pyrrole-

4,6-dione (TPD) and bithiophene-

imide (BTI)-based polymers with 

highly informative properties.
vii

 

This includes polymers where 

electron-poor BTI is co-

polymerized with electron-rich 

R2Si/R2Ge-bridged dithiophene co-

units for organic photovoltaics 

having power conversion 

efficiencies (PCEs) of 6.83%. We 

also continued investigations of the 

first molecular semiconductors incorporating the arylacetylenes with hole mobilities, >0.2 

cm
2
/Vs, n-type anthacenediimide semiconductors, and rylene structures which clarified the 

effects of core planarity on hole vs. electron transport. We also implemented or discovered new 

building blocks for molecular and polymeric hole- and electron transporters. Based on these 

results and our expertise in 

imide-based 

semiconducting polymers, 

we were able to 

substantially lower the 

HOMOs while preserving 

excellent TFT hole 

transport, and investigated 

their use in bulk-hetero-

junction organic photo-

voltaics (OPVs) since Voc 

should increase as the 

donor HOMO energy falls 

(see more below); the 

fabrication to comple-

mentary inverters is shown 

in Fig. 4.  

With BTI and the related TPD building block, we recently synthesized a new series of in-chain 

donor-acceptor co-polymers based on BTI and TPD units co-polymerized with dialkyl-

tertthiophenes(Fig 5). The results, published in Nature Photonics,
viii

 reported highly ordered 

active layers exhibiting very large Vocs (0.8-0.9V), unprecedented fill factors (FFs) reminiscent 

of inorganic solar cells (~80%), in accord with excellent long-range order and charge collection 

efficiency, and with state-of-the-art power con-version efficiencies (Fig. 5). In the coming 

project period we will focus on better under-standing design factors that long range polymer 

order, environ-mental stability, and TFT bias stress stability. 

2. TFT Gate Dielectrics  

 

Figure 4. BTI polymers designed for n- or p-type transport used to inkjet 

print a complementary inverter with Gain ~ 40 at VDD = - 100V. 

 

Figure 5. Properties of in-chain donor-acceptor polymers with record photovoltaic fill- 

factors. 



Under this program we greatly expanded the available classes of self-assembled high-k nanodiel-

ectrics (SANDs), with each class customized to address a different challenge (Fig. 6).
ix

 These 

materials are characterized by 

AFM, conducting AFM, XPS, x-

ray reflectivity (XRR), standing 

wave x-ray reflectivity 

(SWXRR), x-ray fluorescence 

(XRF), variable frequency 

capacitance measurements, TGA, 

complex impedance spectros-

copy, TGA, MIM structures, TFT 

characterization, radiation hard-

ness measurements, and quantum 

chemical computation of 

dielectric constants.  Remark-

ably, for semiconductors as 

diverse as organics, sorted carbon nanotubes, single-layer graphene, metal oxide films (both 

polycrystalline and amorphous) and nanowires, silicon nanomembranes, GaAs, and 2-D 

chalogenide films, the effects of the SAND gate dielectrics are striking: greatly reduced 

operating voltage, greatly enhanced mobility, and greatly suppress transfer curve hysteresis.  The 

former property can be understood since in TFTs the current between source and  
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drain contacts (IDS) in saturation is modulated by the gate bias (VG) according to eq.1 where W/L 

is the channel width/length, Ci is the 

areal dielectric capacitance, μ is the 

carrier mobility, VG is the gate 

voltage, and VT is the threshold 

voltage. For low power applications 

such as RF-ID tags, flat panel 

displays, and portable electronics, it 

is mandatory to achieve high TFT 

drain currents (IDS) at the lowest 

operating voltages possible (ideally < 

4V). According to eq. 1, an attractive 

approach to achieve this is to increase 

the capacitance of the gate dielectric. 

Note from eq. 2 that increasing the 

dielectric constant (k) or decreasing  

the thickness                             

 

 

(d) of the 

gate dielectric layer increases the 

capacitance. An increase in the k/d 

 

Figure 6. High-k SAND gate dielectrics designed to answer various questions 

and serve various application modes. 

 

Figure 7. (a) Fabrication of Zr-phosphonate self-assembled nano-

dielectric (Zr-SAND). i) Spin-coat ZrO2 primer layer ii) Self-assembly of 

phosphonic acid-based organic π-electron layer, iii) Spin-coat ZrO2 for 

interlayer (Inset: Cross-sectional TEM image of the Zr-SAND film. Labels 

indicate layer identities). (b) Specular XRR-derived electron density 

profiles (normalized to ρsi) as a function of height z above the Si 

substrate. (c) XRR-derived film thickness data as a function of the 

number of Zr-SAND layers prepared via the procedure of i). 
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ratio is necessary for efficient device size reduction (scaling) which supports low-power TFT 

operation.  As an example, Fig. 7 shows the straight-forward ambient self-assembly and 

structural characterization of Z-

SAND.
x
  Zr-SAND is stable to 

300°C in air, with the XRR 

revealing only a slight contraction 

in the layer spacing which by eq. 

2 increases the capacitance. The 

Hf analogue, Hf-SAND, has the 

largest capacitance achieved to 

date for a SAND dielectric, 1 

μF/cm
2
.  How SAND lowers TFT 

operating voltage is 

understandable in terms of eqs. 1 

and 2, but how mobility is 

increased and hysteresis decreased 

are a mystery and will be 

investigated in the coming project 

period.
xi

  Nevertheless, the ability 

of SAND dielectrics to enhance 

the performance of TFTs fabricated with a great many (but not all) semiconductors is established 

(e.g., Fig. 8), and the scope will also be explored in the coming grant period, testing SAND and 

specifically modified SAND derivatives against a variety of unusual but potentially informative 

semiconductors, to test key mechanistic hypotheses. 

3. Hybrid Materials Systems 
Optimization of growth processes leading to high-quality interfaces between TFT component 

materials, and understanding those chemical, morphological, and nanostructural phenomena 

which best optimize hysteresis-free charge flow in TFTs is arguably as important as developing 

new materials.  Thus, the current carrying channel in most TFTs is only a few nm thick and in 

close proximity to the semi-conductor-dielectric interface.  And of course such hybrid 

phenomena are most intriguing when the 

interface between them involves very 

different kinds of materials. A striking  

example is the case of amorphous metal 

oxide semiconductors, which are prepared by 

a low-temperature “combustion synthesis” 

route invented at NU under AFOSR support 

and published in Nature Materials.
xii

 Here 

fuels and oxidizers in a metal-organic sol-gel 

precursor produce atomically local heating 

and greatly reduce the thermal input required 

to densify the lattice of this highly cross-

linked inorganic polymer.  The In-Ga-Zn-O 

material (“IGZO”) is an excellent 

semiconductor which, due to it’s high 

mobility and optical transparency, is 

 

Figure 8. (a) Schematic of vapor-deposited SAND (V-SAND) and structures of 

the organic components. (b) Architecture, transmission optical spectrum, and 

image of a transparent a-ZITO TFT array fabricated on plastic and bent over a 

printed Northwestern U. seal. (c) SWCNT TFT fabricated on V-SAND using a 

high purity (99%) semiconducting carbon nanotube film. 

 

Figure 9.  Dramatic performance differences in transfer plots of 

IGZO/SiO2 vs. IGZO/Hf-SAND TFTs.  Inset: iPad-type device with 

IGZO electronics driving the high-resolution display. 



replacing amorphous Si TFTs in the driving TFT electronics of numerous displays (e.g., the iPad 

Mini).  To date, IGZO TFTs are grown by capital-intensive sputtering, followed by subtractive 

wet-etch patterning, however a printing process would be highly desirable for fabricating IGZO 

TFTs.  In recent work at Northwestern, IGZO TFTs were fabricated by inkjet with a variety of 

gate dielectrics including SiO2, HfO2 grown by atomic layer deposition or combustion, and Hf-

SAND, and the TFT response evaluated.  As can be seen in Fig. 9, the operating voltage and 

mobility of IGZO TFTs on Hf-SAND is dramatically lower than that on SiO2.  Although not 

shown, the same is true for IGZO on high-k HfO2 dielectrics.  Furthermore, and most intriguing, 

the mobility of the IGZO/Hf-SAND is far greater and the hysteresis is far less.
xiii

  Since Hf-

SAND is terminated by a HfO2 nanolayer (Fig. 7), this is particularly curious. Those factors 

which underlie the striking differences of TFTs based on SAND will be a focus in future 

research. 

Publications Acknowledging Support by this AFOSR Program 

1. Guo, X.; Facchetti, A.; Marks, T.J.; Imide- and Amide-Functionalized Polymer 

    Semiconductors, Chem. Rev., 2014, in press.  

2. Huang, H.; Zhou, N.; Ortiz, R. P.; Chen, Z.; Loser, S.; Zhang, S.; Guo, X.; Casado, J.; Lopez 

Navarrete, J. T.; Yu, X.; Facchetti, A.; Marks, T. J. “Alkoxy-Functionalized Thienyl-Vinylene 

Polymers for Field-Effect Transistors and All-Polymer Solar Cells” Adv. Funct. Mater. 2014, 

in press 

3. Ha, Y.-G.; Everaerts, K.; Hersam, M. C.; Marks, T. J. Hybrid Gate Dielectric Materials for 

Unconventional Electronic Circuitry, Accts. Chem. Res. 2014, 47, 1019-1028. 

4. Guo, X.; Zhou, N.; Lou, S. J.; Smith, J.; Tice, D. B.; Hennek, J. W.; Ortiz, R. P.; López 

Navarrete, J. T.; Chen, L. X.; Chang, R. P. H.; Facchetti, A.; Marks T. J. "Polymer Solar Cells 

with Enhanced Fill Factors" Nature Photonics 2013, 7(10), 825-833. 

5. Everaerts, K.; Emery, J.D.; Jariwala, D.; Karmel, H.J.; Prabhumirashi, P.L.; Geier, M.L.; 

Bedzy, M.J.; Facchetti, A.; Hersam, M.C.; Marks, T.J. Low-Temperature, Solution-Processed 

Hafnia-Organic Superlattice Gate Dielectrics Enabling State-of-the-Art Carbon Nanotube 

Transistors, J. Am.Chem. Soc. 2013, 135, 8926–8939 

6. Mas-Montoya, M.; Ortiz, R. P.; Curiel, D.; Espinosa, A.; Allain, M.; Facchetti, A.; Marks, T. 

J. "Isomeric carbazolocarbazoles: synthesis, characterization and comparative study in 

Organic Field Effect Transistors" J. Mater. Chem. C 2013, 1, 1959-1969. 

7.Ponce Ortiz, R.; Herrera, H.; Mancheno, M. J.; Seoane, C.; Segura, J. L.; Mayorga Burrezo, P.; 

Casado, J.; Lopez Navarrete, J. T.; Facchetti, A.; Marks, T. J. “Molecular and Electronic-

Structure Basis of the Ambipolar Behavior of Naphthalimide-Terthiophene Derivatives: 

Implementation in Organic Field-Effect Transistors” Chemistry 2013, 19, 12458-12467. 

8. Huang, H.; Che, Z.; Oriz, R.P.; Usta, H.; Lou, S.; Youn, J.; Noh, Y.-Y.; Baeg, K.-J.; Chen, 

L.X.; Facchetti, A.; Marks, T.J. “Electron-Neutral Building Block with Intramolecular 

Conformational Locks for Achieving High-Mobility Polymer Semiconductors” J. Am. Chem. 

Soc., 2012, 134, 10966–10973. 

9. Lezama, I. G.; Nakano, M.; Minder, N. A.; Chen, Z.; Di Girolamo, F. V.; Facchetti, A.; 

Morpurgo, A. F. "Single-crystal organic charge-transfer interfaces probed using Schottky-

gated heterostructures" Nature Mater. 2012, 11(9), 788-794. 

10. Usta, H.; Kim, C.; Wang, Z.; Lu, S.; Huang, H.; Facchetti, A.; Marks, T. J. 

""Anthracenedicarboximide-based semiconductors for air-stable, n-channel organic thin-film 

transistors: materials design, synthesis, and structural characterization" J. Mater. Chem. 2012, 

22(10), 4459-4472. 



11. Guo, X.; Zhou, N.; Lou, S. J.; Hennek, J. W.; Ortiz, R. P.; Butler, M. R.; Boudreault, P.-L. 

T.; Strzalka, J. W.; Morin, P.-O.; Leclerc, M.; Lopez N., Juan T.; Ratner, M. A.; Chen, L. X.; 

Chang, R. P. H.; Facchetti, A.; Marks, T. J. "Bithiopheneimide-Dithienosilole/Dithieno-

germole Copolymers for Efficient Solar Cells: Information from Structure-Property-Device 

Performance Correlations and Comparison to Thieno[3,4-c]pyrrole-4,6-dione Analogues" J. 

Am. Chem. Soc. 2012, 134, 18427-18439. 

12. Walter, S. R.; Youn, J.; Emery, J. D.; Kewalramani, S.; Hennek, J. W.; Bedzyk, M. J.; 

Facchetti, A.; Marks, T. J.; Geiger, Franz M. "In-Situ Probe of Gate Dielectric-Semiconductor 

Interfacial Order in Organic Transistors: Origin and Control of Large Performance 

Sensitivities" J. Am. Chem. Soc. 2012, 134, 11726-11733. 

13, Boudreault, P.-L. T.; Hennek, J. W.; Loser, S.; Ortiz, R. P.; Eckstein, B. J.; Facchetti, A.; 

Marks, T. J. "New Semiconductors Based on 2,2'-Ethyne-1,2-diylbis[3-(alk.-1-yn-1-

yl)thiophene] for Organic Opto-Electronics" Chem. Mater. 2012, 24, 2929-2942. 

14. Ponce Ortiz, R.; Herrera, H.; Seoane, C.; Segura, J. L.; Facchetti, A.; Marks, T. J. “Rational 

Design of Ambipolar Organic Semiconductors: Is Core Planarity Central to Ambipolarity in 

Thiophene–Naphthalene Semiconductors?” Chem. Eur. J. 2012, 18, 532-543. 

15. Zhou, N.; Guo, X.; Ortiz, R. P.; Li, S.; Zhang, S.; Chang, R. P. H.; Facchetti, A.; Marks, T. J. 

"Bithiophene Imide and Benzodithiophene Copolymers for Efficient Inverted Polymer Solar 

Cells" Adv. Mater. 2012, 24, 2242-2248. 

16. Hennek, J. W.; Xia, Y.; Everaerts, K.; Hersam, M. C.; Facchetti, A.; Marks, T. J. "Reduced 

Contact Resistance in Inkjet Printed High-Performance Amorphous Indium Gallium Zinc 

Oxide Transistors" ACS Applied Materials & Interfaces 2012, 4, 1614-1619. 

17.  Kim, M.-G.; Kanatzidis, M.G.; Facchetti, A.; Marks, T.J. Low Temperature Fabrication of 

Metal Oxide Thin-Film Electronics via Combustion Processing , Nature Materials, 2011, 10, 

382-388. 

18. (p) Ha, Y.-G.; Emery, J. D.; Bedzyk, M. J.; Usta, H.; Facchetti, A.; Marks, T. J. "Solution-

Deposited Organic-Inorganic Hybrid Multilayer Gate Dielectrics. Design, Synthesis, 

Microstructures, and Electrical Properties, with Thin-Film Transistors " J. Am. Chem. Soc. 

2011, 133, 10239-10250. 

19. Usta, H.; Facchetti, A.; Marks, T. J. "n-Channel Semiconductor Materials Design for Organic 

Complementary Circuits" Acc. Chem. Res. 2011, 44(7), 501-510. 

20. Kim, C.; Quinn, J. R.; Facchetti, A.; Marks, T. J. “Pentacene Transistors Fabricated on 

Photocurable Polymer Gate Dielectrics: Tuning Surface Viscoelasticity and Device Response” 

Adv. Mater. 2010, 22, 342-346. 

21. Liu, J.; Hennek, J. W.; Buchholz, D. B.; Ha, Y.-G.; Xie, S.; Dravid, V. P.; Chang, R. P. H.; 

Facchetti, A.; Marks, T. J. "Reinforced Self-Assembled Nanodielectrics for High-Performance 

Transparent Thin Film Transistors" Adv. Mater. 2011, 23, 992-997. 

22. Zhan, X.; Facchetti, A.; Barlow, S.; Marks, T. J.; Ratner, M. A.; Wasielewski, M. R.; 

Marder, S. R. "Rylene and Related -Electron Diimides for Organic Electronics" Adv. Mater. 

2011, 23, 266-284. 

23.  Letizia, J. A.; Cronin, S.; Ortiz, R. P.; Facchetti, A.; Ratner, M. A.; Marks, T. J. "Phenacyl-

Thiophene and Quinone Semiconductors Designed for Solution Processability and Air-Stabil-

ity in High Mobility n-Channel Field-Effect Transistors" Chemistry 2010, 16, 1911-1928. 

24.  Letizia, J. A.; Rivnay, J.; Facchetti, A.; Ratner, M. A.; Marks, T. J.  “Variable Temperature 

Mobility Analysis of n-Channel, p-Channel, and Ambipolar Organic Field-Effect Transistors” 

Adv. Funct. Mater. 2010, 20, 50-58. 



25. Anthony, J. E.; Facchetti, A.; Heeney, M.; Marder, S. R.; Zhan, X. "n-Type Organic 

Semiconductors in Organic Electronics " Adv. Mater. 2010, 22, 3876-3892. 

26. Ha, Y.-G.; Jeong, S.; Wu, J.; Kim, M.-G.; Dravid, V. P.; Facchetti, A.; Marks, T. J. "Flexible 

Low-Voltage Organic Thin-Film Transistors Enabled by Low-Temperature, Ambient 

Solution-Processable Inorganic/Organic Hybrid Gate Dielectrics" J. Am. Chem. Soc. 2010, 

132, 17426-17434. 

27. Usta, H.; Risco, C.; Facchetti, A.; Ratner, M. A.; Marks, T. J. “Design, Synthesis, and 

Characterization of Ladder-Type Molecules and Polymers. Air-Stable, Solution-Processable n-

Channel and Ambipolar Semiconductors for Thin-Film Transistors via Experiment and 

Theory.”J. Am. Chem. Soc. 2009, 131, 5586-5608. 

28. Kim, H.-S.; Won, Sang M.; Ha, Y.-G.; Ahn, J.-H.; Facchetti, A.; Marks, T. J.; Rogers, J. A. 

“Self-assembled nanodielectrics and silicon nanomembranes for low voltage, flexible 

transistors, and logic gates on plastic substrates” Appl. Phys. Lett. 2009, 95(18), 183504/1. 

29.  Rivnay, J.; Jimison, L. H., Northrup, J. E.; Toney, M. F.; Noriega, R.; Lu, S.; Marks, T.J.; 

Facchetti. A.; Salleo, A. “Large modulation of carrier transport by grain-boundary molecular 

packing and microstructure in organic thin films” Nature Mater. 2009, 8(12), 952-958. 

30.  Ha, Y.-G.; Facchetti, A.; Marks, T. J.  “Push-Pull π-Electron Phosphonic-Acid-Based Self-

Assembled Multilayer Nanodielectrics Fabricated in Ambient for Organic Transistors” Chem. 

Mater. 2009, 21, 1173-1175. 

31. DiBenedetto, S. A.; Facchetti, A.; Ratner, M. A.; Marks, T. J. “Charge Conduction and 

Breakdown Mechanisms in Self-Assembled Nanodielectrics” J. Am. Chem. Soc. 2009, 131, 

7158-7168. 

Issued U.S. Patents (2009 – 2014) 

1. “Conjugated Polymers and Devices Incorporating Same”, U.S. Patent 8,598,305 B2 (2013).  

2. “Inorganic-Organic Hybrid Thin-Film Transistors Using Inorganic Semiconducting Films”, 

U.S. Patent 8,395,150 (2013). 

3.  “Solution-Processed High Mobility Inorganic Thin-Film Transistors”, U.S. Patent 8513646 

B2 (2013). 

4.  “Crosslinked Hybrid Gate Dielectric Materials and Electronic Devices Incorporating Same”, 

U.S. Patent 8471253 B2 (2013). 

5. ”Crosslinked Polymeric Dielectric Materials and Electronic Devices Incorporating Same“, 

U.S. Patent 8274075 (2012). 

6. ”Gate-Planarized Thin Film Transistor Substrates and Related Methods of Fabrication”, U.S. 

Patent 8110432 (2012). 

7. ”Inorganic-Organic Hybrid Thin-Film Transistors Using Inorganic Semiconducting Films”, 

U.S. Patent 8097877B2 (2012). 

8. ”N-Type Semicondutors and Related Devices”, U.S. Patent 7982039 (2011). 

9. “Conjugated Monomers and Polymers and Preparation and Use Thereof”, U.S. Patent 

7928249 (2011). 

10. “Nanoscale Self-Assembled Organic Dielectrics for Electronics, “ U.S. patent 7679079 

(2011). 

11. “Siloxane-Polymer Dielectric Compositions and Related Organic Field-Effect Transistors”, 

U.S. Patent 2010019237 (2010). 

12. Silole-Based Polymers and Semiconductor Materials Prepared from the Same ”, U.S. Patent 

2010024883 (2010). 



13.“Semiconducting Siloxane Compositions for Thin Film Transistor Devices, and Making and 

Using the Same ”, U.S. Patent 2010038630 (2010). 

14.“Semiconductor Materials Prepared from Rylene-(P-Acceptor) Copolymers”, 

WO2009098254 (2009). 

15.“Carbonyl-Functionalized Thiophene Compounds and Related Device Structures”, U.S. 

Patent 2009267061 (2009). 

16.“Methods for Preparing Arene-Bis(Dicarboximide)-Based Semiconducting Materials and 

Related Intermediates for Preparing Same”, U.S. Patent 20090117730 (2009). 

17.“High Performance Field Effect Transistors with Self-Assembled Nanodielectrics”, U.S. 

Patent 7,633,130 (2009). 

18.“Siloxane-Polymer Dielectric Compositions and Related Organic Field-Effect Transistors”, 

U.S. Patent 7605394 (2009). 

19.“Carbonyl-Functionalized Thiophene Compounds and Related Device Structures”, U.S. 

Patent 7528176 (2009). 

20.“Naphthalene-Based Semiconductor Materials and Methods of Preparing”, U.S. Patent 

7569693 (2009). 

21.“Silole-Based Polymers and Semiconductor Materials Prepared from the Same“, U.S. Patent 

7605225 (2009). 

 
 

                                                           

 
i a) Yuan,Y.; Ayzner, G. G. A.; Zoombelt, A. P.; Mannsfeld, S. C. B.; Chen, J.; Huang, J.; Bao, Z. 

Natue Commun. 2014, 5, 3005. b) Martinez Hardigree, J. F.; Katz, H. E. Acc. Chem. Res. 2014, 
47(4), 1369-1377. c) Mei, J. G.; Diao,Y.; Appleton, A.L.; Fang, L.; Bao, Z.N. J. Am. Chem. Soc. 
2013, 135, 6724; d) Bao, Z.N.; Locklin, J. Organic Field-Effect Transistors CRC Press, New York, 
NY, USA, 2007. 

ii a) Liang, Y.Y.; Yu, L.P. Acc. Chem. Res. 2010, 43, 1227; b) Kippelen, B.; Bredas, J.-L. Energy 
Environ. Sci. 2009, 2, 251; c)  Wang, C.L.;  Dong, H.L.; Hu, W.P.; Liu, Y.Q.;  Zhu, D. B.  Chem. 
Rev. 2012, 112, 2208; d) Minemawari, H.; Yamada, T.; Matsui, H.;  Tsutsumi, J. Y.;  Haas, S.; 
Chiba, R.; Kumai, R.; Hasegawa, T. Nature 2011, 475, 364; e) H. Sirringhaus, Adv. Mater. 2014, 
DOI: 10.1002/adma.201304346; f) Guo, X.; Zhou, N.; Lou, S.J.; Smith, J.; Tice, D.B.; Hennek, J. 
W.;  Ortiz, R. P.;  Navarrete, J. T. L.; Li,S.; Strzalka, J.; Chen, L.X.; Chang, R.P.H.; Facchetti, A.;  
Marks, T.J. Natue Photon. 2013, 7, 825; g) A. Facchetti, Mater. Today 2013, 16, 123. 
iii a) Takimiya, K.; Shinamura, S.; Osaka, I.; Miyyazaki, E.  Adv. Mater. 2011, 23, 4347; b) Mei, 
J.G.; Diao, Y.; Appleton, A.L.; Fang, L.; Bao, Z.N. J. Am. Chem. Soc. 2013, 135, 6724; c)  
Cardenas, L.; Gutzler, R.;   Lipton-Duffin, J.; Fu, C.; Brusso, J.L.; Dinca, L.E.; Vondracek, M.;  
Fagot-Revurat, Y.;  Malterre, D.; Rosei, F.; Perepichka, D.F.;  Chem. Sci. 2013, 4, 3263.d) 
Anthony, J.E.; Facchetti, A.; Heeney, M.; Marder, S.R.;  Zhan, X.W. Adv. Mater. 2012, 22, 3876; 
f)  Anthony, J.E. Chem. Rev. 2006, 106, 5028; g) Bendikov, M.; Wudl, F.;  Perepichka, D.F. 
Chem. Rev. 2004, 104, 4891. 

iv a) T. A. Skotheim, J. R. Reynolds, Handbook of Conducting Polymers, 3rd ED ed., CRC Press, 
Boca FL, USA, 2007; b) M. Leclerc, J. F. Morin, Design and Synthesis of Conjugated Polymers, 
Wiley-VCH Verlag GmbH & Co. KGaA, Weinheim, Germany, 2010. 



                                                                                                                                                                                           
v See page 9 of this proposal for a complete list of publications and patents acknowledging 

AFOSR. 
vi Guo, X.; Quinn, J.; Chen, Z.; Usta, H.; Zheng, Y.; Xia, Y.; Hennek, J. W.; Ortiz, R. P.; Marks, T. J.; 

Facchetti, A. J. Am. Chem. Soc. 2013, 135, 1986-1996. 
vii Guo, X.; Zhou, N.; Lou, S. J.; Hennek, J. W.; Ortiz, R. P.; Butler, M. R.; Boudreault, P.-L. T.; 

Strzalka, J. W.; Morin, P.-O.; Leclerc, M.; Lopez N., Juan T.; Ratner, M. A.; Chen, L. X.; Chang, R. 
P. H.; Facchetti, A.; Marks, T. J. J. Am. Chem. Soc. 2012, 134, 18427-18439. 

viii Guo, X.; Zhou, N.; Lou, S. J.; Smith, J.; Tice, D. B.; Hennek, J. W.; Ortiz, R. P.; López Navarrete, 
833. 

ix a) Ha, Y.G.; Everaerts, K.; Hersam, M. E.; Marks, T. J. Acc. Chem Res. 2014, 0, 0. b) 
DiBenedetto, S. A.; Facchetti, A.; Ratner, M. A.; Marks, T. J. Adv. Mater. 2009, 21, 1407-1433. 

x Ha, Y.-G.; Facchetti, A.; Marks, T. J.  Chem. Mater. 2009, 21, 1173-1175. 
xi Everaerts, K.; Emery, J. D.; Jariwala, D.; Karmel, H. J.; Sangwan, V. K.; Prabhumirashi, P. L.; 

Geier, M. L.; McMorrow, J. J. E.; Bedzyk, M. J.; Facchetti, A.; Hersam, M. C.; Marks, T. J. J. Am. 
Chem. Soc. 2013, 135, 8926-8939. 

xii Kim, M.-G.; Kanatzidis, M.; Facchetti, A.; Marks, T. J. Nature Mater. 2011, 10(5), 382-388. 
xiii Hennek, J. W.; Kim, M.-G.; Kanatzidis, M. G.; Facchetti, A.; Marks, T. J. J. Am. Chem. Soc. 2012, 

134, 9593-9596. 


	1 REPORT DATE DDMMYYYY: 10-10-2014
	2 REPORT TYPE: Final Report
	3 DATES COVERED From  To: 
	4 TITLE AND SUBTITLE: Polymeric and Molecular Materials for
Advanced Organic Electronics

	5a CONTRACT NUMBER: FA9550-11-0142
	5b GRANT NUMBER: FA9550-11-0142
	5c PROGRAM ELEMENT NUMBER: 
	6 AUTHORS: Marks, Tobin J.  and Facchetti, Antonio
	5d PROJECT NUMBER: 
	5e TASK NUMBER: 
	5f WORK UNIT NUMBER: 
	7 PERFORMING ORGANIZATION NAMES AND ADDRESSES: Northwestern University
633 Clark St.
Evanston IL 60608-001
	8 PERFORMING ORGANIZATION REPORT NUMBER: 
	9 SPONSORING  MONITORING AGENCY NAMES AND ADDRESSES: 
USAF, AFRL  DUNS 143574726
AF OFFICE OF SCIENTIFIC RESEARCH
875 N. RANDOLPH ST. ROOM 3112
ARLINGTON VA 22203
	10 SPONSORMONITORS ACRONYMS: AFOSR
	11 SPONSORMONITORS REPORT NUMBERS: 
	12 DISTRIBUTION  AVAILABILITY STATEMENT: 

	13 SUPPLEMENTARY NOTES: 
	14 ABSTRACT: Organic thin-film transistors (OTFTs) are the enablers of all organic circuitry but are severely limited by the paucity of high carrier mobility semiconductors (especially for electron transport), poor quality of compatible insulators, high power consumption, poor understanding of how critical material interfaces affect carrier injection and transport, limited understanding of charge carrier dynamics and trapping mechanisms, and poor understanding of circuit radiation hardness. In addition, current strategies fo OTFT integration and efficient printing, essential for organic complementary circuits, are an early stage of development.  The objective of this program is to develop the understanding necessary to achieve high-performance polymeric and molecular materials enabling high speed electronic circuits.  This report summarizes progress towards these goals describes what we have learned in terms of fundamental materials-property-device responses, unique molecular/polymeric materials sets, and process/device platforms to advance the field of organic electronics.
	15 SUBJECT TERMS: Organic transistor, gate dielectric, polymer semiconductor, polymer dielectric, transparent transistor, flexible circuitry
	16 SECURITY CLASSIFICATION OF: 
	a REPORT: 
	b ABSTRACT: 
	c THIS PAGE: 
	17 LIMITATION OF ABSTRACT: 
	18 NUMBER OF PAGES: 12
	19a NAME OF RESPONSIBLE PERSON: Dr. Charles Lee (AFOSR)
	19b TELEPHONE NUMBER include area code: 703 696 7779


